10.

Turn the tripod upside down and place it on a flat work surface.
Remove the extended hinge clamp (differs from the other two hinge clamps).

If present, remove the swing arm and bell housing/plumb bob hook. These
parts can be discarded.

Place the Stanley Keeper in place (Figure A).

Using Goop® (Marine or Plumbing recommended, silicone sealant will
probably work also), add a dolop at each corner of the keeper (Figures B
and C) and allow to dry for several hours. NOTE: Do not apply Goop or
sealant between the SK and the tripod head. Use only at the corners to keep
the SK from falling when the tripod is turned upright. The purpose is merely
to keep the keeper from sagging when it is not in use.

Replace the extended hinge clamp  so that all the leg hinges are properly
supported.

Stand tripod upright. Insert eye-bolt from beneath the tripod head. The eye-
bolt should have a nut and a lock-washer on the eye end (bottom end). See
Figure D for proper hardware order.

Add star lock-washer and jam nut (NOTE: You must use a skinny jam nut at
this point. A regular sized nut will interfere with the proper seating of the
offset adapter).

Leaving 1" to 1-1/2" of thread protruding above the tripod head, tighten the
bottom nut and the jam nut very tight, clamping the SK between them
(Figures E and F ). Be careful not to push down on the SK during this
process, as your Goop or sealant, especially if not completely set up, may
not hold excess pressure.

Your SK is now ready for use. The only time you should ever need to touch
the two nuts again is if you want to adjust the amount of thread protruding
above the tripod head.




